NZ36K7880US

36" Induction Cooktop

Features

Convenience

Flex Zone Magnetic Knob

Available Colors

Signature Features

FLEXZONE

DIGITAL-ANALOG CONTROLS

VIRTUAL FLAME™ TECHNOLOGY

SAMSUNG



NZ36K7880US

36" Induction Cooktop

Installing Your Cooktop

Can be installed over a single oven.
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Dimensions

Cooktop Dimensions
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Actual color may vary. Design, specifications, and color availability are subject to change without notice.

s ’\ M s u N G Non-metric weights and measurements are approximate.

Samsung is a registered trademark of Samsung Electronics Co., Ltd.

Total Power
10.8kW

Power Source
240V/60Hz/45 Amps

Induction Cooktop

® | eft Front: Flex Zone Plus 1800W (Boost 2600W)
® | eft Rear: Flex Zone Plus 1800W (Boost 2600W)
® Right Front: 8" (VF_VE) 2200W (Boost 3200W)

® Right Rear: 6" (VF_VE) 1400W (Boost 1800W)

® Center: 7/11" (VF_VE) 3600W (Boost 4800W)

® Flex Zone: 7""/16" x 153/4"

Warranty
One (1) Year All Parts and Labor

Product Dimensions & Weight (WxHxD)
Outside (Max) Cooktop Dimensions:
36"x4"x21'/"

Cooktop Cutout Dimensions:

333/, x4"x 19"

Weight: 58.8 Ibs.

Shipping Dimensions & Weight (WxHxD)

Dimensions:
40"/"x75/46" x 25"

Weight: 69.9 Ibs.

Model # UPC Code
NZ36K7880US 887276183367
NZ36K7880UG 887276183350

Color
Stainless Steel
Black Stainless Steel

*See built-in oven installation for
complete installation instructions.
See label on top of approved built-in
oven models.

** Refer to installation manual of oven.
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